
Thank you for purchasing a MARINE POWER 3000. To take full advantage of the 
reels many useful functions, please read this manual carefully before using. Retain 
this manual for future reference.
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About the power source

Battery indicator

This reel is made to accept DC12 Volt power only. Power sources 
providing other than DC12 Volt power cannot be used. Power 
provided by a boat can be unstable. In this instance, we 
recommend the use of a compact deep cycle marine battery. 
 

With power on, digits of the inverse counter (counter in the lower 
area) will blink if voltage and        mark gets below DC 9 V.
If the display shows this when the motor is not running, then 
battery voltage is likely to be low. In this case, replace the battery 
with a recharged one.

Attention

Make sure of the following before departure.
1. Recharge the battery before your fishing trip. Over time, a battery can naturally discharge.
2. Confirm the boat can provide the proper power source (i.e. voltage, connector shape etc).
3. Corroded connections can prevent the flow of electric current. Remove any corrosion or 

dirt from the connectors.

This figure shows the 
voltage is 8.5 V

Power source
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Names and functions of each part

      Manual CD-R                  Power cord Storage bag Levelwind threader Rod Clamp　

Power lever1Drag lever2

HandleHandle knob

Spool

Clicker lever4

Enclosed items6

Crank plate

Drag pre-set knob3

Counter display
Rest button
Inverse counter button

Level wind5
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Names and functions of each part
MIN MAX

ON

weak strong

Power lever1

Drag lever2

Clicker lever4

Drag pre-set knob3

Level wind5

-You can freely adjust winding power, or winding speed, from MIN to MAX 
by using the lever.

-Tilting the lever forward adds power and speeds up the winding.
  Pulling the lever back reduces the power and slows down the winding.
-Check that the power lever is at the MIN position. If not, turn the lever 
back to the MIN position before initial winding. (An alarm sound will be 
heard at the MIN position.)

-Use the power lever to adjust numerical values of the various functions.
-Turn the power lever to MAX to increase the value.
-Turn the power lever to MIN to decrease the value. 

- Pulling the lever back decreases the dragging force exerted on the 
spool, setting the spool free.

- Tilting the lever forward increases the dragging force on the spool.
- The dragging force can be adjusted from the maximum to the minimum 
simply by moving the lever.

-Turn the drag lever to the FREE position.  Then adjust the drag reset 
knob until proper drag pressure with a smooth freespool is achieved.

-Tightening the drag pre-set knob will increase the drag power. 
-Be careful not to overtighten the drag pre-set knob.  Too much pressure 
will affect the reel's freespool.    

-With the drag pre-set knob, it is easy to fine tune the drag pressure while 
fishing.

-When the clicker lever is set to the On position, a clicking sound will be 
heard when the spool is turned.     
  

-The levelwind evenly distributes the line onto the spool during winding.
-Under some special circumstances, the line may fail to wind evenly 
because of the clearance between the levelwind and the line. 

-If the end of the line is wound onto the spool, the positions of the level-
wind and line may become misaligned.  This will generate resistance as 
the line coming of the spool will work against the levelwind, which will 
affect the freespool and the rig's ability to sink smoothly.   
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Names of the buttons and the display

 

RESET BUTTON
This button resets the depth counter to zero.
Make sure to press this button before you start fishing. The 

reset depth is used to make the auto stop function work. 
(display shows          ). 

The RESET BUTTON must be quickly pressed 5 seconds. This 
prevents accidental resetting. For a total reset, when line has 
been broken off, press and hold the button for at least 2 
seconds.　  

To switch the display from the value correction screen to the 
total fishing time/total winding length screen, hold down the 
INVERSE COUNTER BUTTON for 3 seconds or longer.  
        
    

INVERSE COUNTER BUTTON
Pressing this button resets the counter in the lower area of the 
display.

- It memorizes distance from the bottom, handy for dropping a 
bait right back into the strike zone after youʼve been bit.

Display revision indicator

Total hours of 
 fishing (H)

Total winding 
 distance (km)

It shows the depth 
from the surface.

WINDING DISPLAY LAMP
-Window Display Lamp will remain lit while the reel is in use.
-Window -Display Lamp will blink slowly when the breaker is  

ready to operate.    
-Window Display Lamp will blink while the breaker is in 

operation.   


